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DESCRIPTION 

 
 
QUICKWALL COOL ROOF is a White Heat Reflective Coating for metal or tiled roof decks. An excellent 
aid for Energy Efficient Housing. A special durable elastomeric acrylic membrane has a high film build 
of approximately 150 um per coat. Insulating and reflective fillers, superior biocides are formulated to 
provide excellent adhesion over a vast range of climatic indifferences. 
 
COOL ROOF reduces temperature to the under side of the roof decks up to 18 degrees Celsius. The 
heat is reflected from the exterior before it penetrates to the ceilings ultimately reduces heat build up in 
ceiling space resulting in a comfortable living environment. Where air conditioning is used a substantial 
reduction in energy costs are immediately recognized. 
 
COOL ROOF reduces expansion and contraction in metal sheeting and trusses to practically zero. 
Noise generated from expanding roof materials will be eliminated, reducing pressure on roof fixings, 
screws, and nails etc. 
 
Drinking water collected from roofs coated with COOL ROOF is totally safe. 
 
 

APPLICATION 
 
 

COOL ROOF membrane can be applied by airless spray guns generally with a tip size of 21, or by 
roller. Use on roofs, box gutters, concrete or tiled roofs.  

 
 

EXISTING ROOFS 
 
 

To properly prepare surface - refer to a Quickwall representative then apply COOL ROOF for immediate 
relief from excessive heat, bridge gaps, holes, cracks and eliminate expansion. 

 
APPROVED FOR 

 
 

Government Projects, Defence Housing Authority, Commercial and Domestic applications. 
 
 

GUARANTEE 
 
 
Seven years when applied by an Approved Applicator and in accordance to Quickwall specification. 
 
 
 
 
 

TDS: COOL ROOF 



SPECIFICATION 
 

1st Coat:  Apply Quickwall COOL ROOF to a properly prepared surface at 5 m2 per litre (dilute with 
5% water for 1st coat only). 
 

   2nd Coat:  Apply Quickwall COOL ROOF at 1 m2 per litre from pail. 
 

   3rd Coat:  Apply Quickwall COOL ROOF at 1 m2 per litre from pail. 
 

 

 

 

 

 

 

 

 

Colours:    White and pastel base colours 

 

Finish:    Semi Gloss 

 

Size:    15ltr 

 

Solids:    60% 

 

Theoretical Spread Rate: Tiled Roof  – 5m2/litre 

    Metal Roof – 6m2/litre 

 

Application Surface Temp: 10 degrees Celsius to 40 degrees Celsius 

 

Touch Dry:   45 minutes 

 

Re-coat:   6 hours 

 

Full cure:   10-14 days 

 

APPLICATION GUIDELINE 

 

COOL ROOF – AQUA SEAL 

ROOF RESTORATATION MEMBRANE PAINT 



Drinking water safe:  After 10 days curing and initial rinse. 

 

Shelf Life:    24 months 

 

Application Method:  Airless spray gun/brush or roller 

 

Airless tip size:    521 

 

Thinner:   Not recommended  

 

Cleaning of tools:  Water – and in accordance to local authorities. 

 

Indicated Film Thickness: Wet:180 microns (WFT) 

    Dry: 110 microns (DFT) 

 

Coats Required:  1st Coat: Quickwall Polymer Primer (5:1 dilution) 

    2nd Coat: Quickwall Cool Roof 

    3rd Coat: Quickwall Cool Roof 

    4th Coat: Optional 3rd coat of Cool Roof   

 

 

*All figure quoted at 25 degrees Celsius and 50% relative humidity. 

 

 

Quickwall - Cool Roof recommended surface preparation is crucial and is the responsibility of the 
builder/contractor/applicator. Weather conditions must be taken into consideration and deemed optimal 
before proceeding. High humidity will affect drying times and re-coat times.  

 

 

Quickwall Render Australia Pty Ltd – 2/3 Donaldson Street Manunda Queensland 4870 – 1800 775 573 

 

 

 

 


