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CONCRETE RESURFACING

driveways At Quickwall, we are specialists in cement render coating systems.
We are proud to present Quickcrete, a concrete resurfacing system

walkways that can give your new or existing concrete the image and texture of
) quality pavers at a fraction of the cost.
patios
el You will enjoy the elegance, rich earthy tones, wonderful textures and

designs that Quickcrete can bring to your home or business. Imagine...
a plain old grey concrete brought to life again with a modern finish. An
ideal way to add value and appeal to your property, creating a grand
commercial areas entrace to your home or workplace.

pool surrounds

retail and shopping centres Choose from a variety of stencil designs such as brick,
pavers or cobblestones, single or multi-colour
options, and finishes such as antislip to suit
your surrounds.

Sales and Enquiries
Toll Free: 1800 775 573
Email: service@quickwall.com.au

Cairns

2/3 Donaldson Street
Manunda, Cairns 4870
Fax: 07 4031 2316

Brisbane

144 Granite Street
Geebung, Brisbane 4034
Fax: 07 3216 5533
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QUiCKCRETE
Quickcrete is a polymer modified cementitious compound that is
coloured using premium oxide colour additives.

GUIDE ICONS
Recommended procedures for QUICKCRETE APPLICATION:

Step 1 = Water blast existing surface with a high pressure cleaner and
treat any mould or algae, prior to applying Quickcrete. Good
preparation is essential and will guarantee the best results. Any
existing cracks or defects can be treated with Quickwall products,
please refer to manufacturers specification.

-
Step 2  Apply Quickwall Primer using a heavy nap roller, direct from the ( T ] +
pail and allow to dry.

Step 3 . Using Quickcrete base coat diluted with a 2:1 (Water to Polymer
ratio) solution spray on the first coat using a texture hopper gun.

Quickcrete is designed to be thin film and thickness will vary due 23§$ + (POLYMER +
to the condition of the substrate. -

*The Base coat is generally grey but can be tinted using
Quickcolour where required. *

Step 4 = Lay out selected design, using Quicktape or selected stencils.
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Step 5 © Using Quickcrete Top Coat (White) tinted with selected - oo WER

Quickcolour, spray on a second coat using texture hopper gun.
Various textures from low to high profile can be achieved, consult
with individual applicators for details on finishes available.

Step 6 Remove Stencil and tape. Thoroughly remove all loose cement
particles using a broom or blower/vacuum.

Step 7 - When completely dry, apply Quickwall QuickSeal solvent based

sealer. For best results 2 coats are recommended with reapplication
after 18 months, to ensure a long lasting stain-free surface.

Australian Owned

20 Years In Decorative and Protective Coatings
For full list of distributors visit our website: www.quickwall.com.au
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